
A PACCAR COMPANY  DRIVEN BY QUALITY

NEW GENERATION DAF  Model Overview

Sleeper CabDay Cab

Day Cab

Day Cab Extended Day Cab / Sleeper Cab

Sleeper Cab

Sleeper High Cab

Sleeper High Cab

XD 230 PX-7 (167 kW / 227 hp)
XD 260 PX-7 (189 kW / 257 hp)
XD 290 PX-7 (212 kW / 287 hp)
XD 310 PX-7 (227 kW / 308 hp) 
XD 300 MX-11 (220 kW / 299 hp)
XD 340 MX-11 (251 kW / 341 hp)
XD 370 MX-11 (270 kW / 367 hp)
XD 410 MX-11 (300 kW / 408 hp)
XD 450 MX-11 (330 kW / 449 hp)

XF 370 MX-11 (270 kW / 367 hp)
XF 410 MX-11 (300 kW / 408 hp)
XF 450 MX-11 (330 kW / 449 hp)
XF 430 MX-13 (315 kW / 428 hp)
XF 480 MX-13 (355 kW / 483 hp)
XF 530 MX-13 (390 kW / 530 hp)

XG+ 450 MX-11 (330 kW / 449 hp)
XG+ 430 MX-13 (315 kW / 428 hp)
XG+ 480 MX-13 (355 kW / 483 hp)
XG+ 530 MX-13 (390 kW / 530 hp)

XG 450 MX-11 (330 kW / 449 hp)
XG 430 MX-13 (315 kW / 428 hp)
XG 480 MX-13 (355 kW / 483 hp)
XG 530 MX-13 (390 kW / 530 hp)

XB 170 PX-5 (124 kW / 169 hp)
XB 190 PX-5 (139 kW / 189 hp)
XB 210 PX-5 (153 kW / 208 hp)
XB 230 PX-7 (167 kW / 227 hp)
XB 260 PX-7 (189 kW / 257 hp)
XB 290 PX-7 (212 kW / 287 hp)
XB 310 PX-7 (227 kW / 308 hp)



A PACCAR COMPANY  DRIVEN BY QUALITY

NEW GENERATION DAF  Axle Configurations

Also available 
with PX-7 engine

Driven axle

�Also available as 
Low Deck



DAF Trucks 

DAF Headquarters
Hugo van der Goeslaan 1
P.O.Box 90065
5600 PT Eindhoven
The Netherlands

Tel: +31(0)40 214 9111
E-mail: info@daftrucks.com
www.daf.com

© DAF Trucks N.V., Eindhoven, The Netherlands.

No rights can be derived from this publication. DAF Trucks N.V. reserves the right to 
change product specifications without prior notice. Products and services may vary 
per country. For the most recent information, contact your authorized DAF dealer.

Rigid chassis Tractor chassis
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FA
4x2

FAR
6x2

FAS
6x2

FAG
6x2

FAN
6x2

FAT
6x4

FAK
8x2

FAQ
8x2

FAC
8x2

FAX
8x2

FAD
8x4

FAW
8x4

FT
4x2

FTP
6x2

FTR
6x2

FTS
6x2

FTG
6x2

FTN
6x2

FTT
6x4

FTM
8x4
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